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[bookmark: _GoBack]NOTIFICATION
The following notification is being circulated in accordance with Article 10.6

	1.
	[bookmark: sps1a]Notifying Member: TANZANIA 
[bookmark: sps1b]If applicable, name of local government involved (Article 3.2 and 7.2): 

	2.
	Agency responsible: 
Tanzania Bureau of Standards 
MOROGORO/Sam Nujoma Road, 
Ubungo P O BOX 9524, +255 222450206 
[bookmark: sps2a]info@tbs.go.tz, www.tbs.go.tz
[bookmark: sps4a]Name and address (including telephone and fax numbers, email and website addresses, if available) of agency or authority designated to handle comments regarding the notification shall be indicated if different from above: 

	3.
	[bookmark: tbt3a][bookmark: tbt3b][bookmark: tbt3c][bookmark: tbt3d][bookmark: tbt3e]Notified under Article 2.9.2 [X], 2.10.1 [  ], 5.6.2 [  ], 5.7.1 [  ], other:

	4.
	[bookmark: sps3a]Products covered (HS or CCCN where applicable, otherwise national tariff heading. ICS numbers may be provided in addition, where applicable): Internal combustion engines for road vehicles (ICS 43.060).

	5.
	[bookmark: sps5a][bookmark: sps5c][bookmark: sps5b]Title, number of pages and language(s) of the notified document: MEDC9(5278)P3 - INLET AIR CLEANING EQUIPMENT FOR INTERNAL COMBUSTION ENGINES AND COMPRESSORS (45 page(s), in English)  

	6.
	Description of content: This draft Standard establishes and specifies uniform test procedures, conditions, equipment, and a performance report to permit the direct laboratory performance comparison of air cleaners.
The basic performance characteristics of greatest interest are air flow restriction or differential pressure, dust collection efficiency, dust capacity, and oil carry-over on oil bath air cleaners. This test code therefore deals with the measurement of these parameters.
[bookmark: sps6a]This draft Standard is applicable to air cleaners used on internal combustion engines and compressors generally used in automotive and industrial applications

	7.
	[bookmark: sps7f]Objective and rationale, including the nature of urgent problems where applicable: Protection of the environment; Quality requirements

	8.
	Relevant documents: 
Tanzania Government Gazette
ISO 5167-1, Measurement of fluid flow by means of pressure differential devices inserted in circular cross section conduits running full — Part 1: General principles and requirements
ISO 12103-1, Road vehicles — Test contaminants for filter evaluation — Part 1: Arizona test dust
[bookmark: sps9a][bookmark: sps9b]This is the specification standard, that means it contains requirements and test methods. So TBS took ISO test method standard and other requirements and combined to form Tanzania Standard 

	9.
	[bookmark: sps10a][bookmark: sps10b]Proposed date of adoption: End of December 2017
[bookmark: sps11a][bookmark: sps11b]Proposed date of entry into force: 6 months after gazetted in Government Gazette

	10.
	[bookmark: sps12a]Final date for comments: 60 days from notification

	11.
	[bookmark: sps13b]Texts available from: National enquiry point [X] or address, telephone and fax numbers and email and website addresses, if available, of other body: 
[bookmark: sps13c]Tanzania Bureau of Standards
MOROGORO/Sam Nujoma Road
Ubungo P O BOX 9524, +255 222450206
info@tbs.go.tz, www.tbs.go.tz

https://members.wto.org/crnattachments/2017/TBT/TZA/17_4691_00_e.pdf
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