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NOTIFICATION
The following notification is being circulated in accordance with Article 10.6

	1.
	[bookmark: sps1a]Notifying Member: TURKEY 
[bookmark: sps1b]If applicable, name of local government involved (Article 3.2 and 7.2): 

	2.
	Agency responsible: 
Ministry of Industry and Technology 
Directorate General for Metrology and Standardization 
Tel: 0(312) 231 72 80 
[bookmark: sps2a]Fax: 0(312) 231 16 94 - E-mail: erdalc@sanayi.gov.tr 
Name and address (including telephone and fax numbers, email and website addresses, if available) of agency or authority designated to handle comments regarding the notification shall be indicated if different from above: 
Turkey-TBT Enquiry Point Ministry of Trade 
DG of Product Safety and Inspection 
Sogutozu Mah. 2176 Cad. No:63 06530 Cankaya/Ankara - Turkey 
E-mail: tbt@ekonomi.gov.tr 
[bookmark: sps4a]Website: http://www.teknikengel.gov.tr 

	3.
	[bookmark: tbt3a][bookmark: tbt3b][bookmark: tbt3c][bookmark: tbt3d][bookmark: tbt3e]Notified under Article 2.9.2 [X], 2.10.1 [  ], 5.6.2 [  ], 5.7.1 [  ], other:

	4.
	[bookmark: sps3a]Products covered (HS or CCCN where applicable, otherwise national tariff heading. ICS numbers may be provided in addition, where applicable): Urban and road transport

	5.
	[bookmark: sps5a][bookmark: sps5c][bookmark: sps5b]Title, number of pages and language(s) of the notified document: Communiqué on TS ISO 5290 Belt Drive - Grooved Pulleys for Narrow V-Belts - Groove Profile 9N/J, 15N/J and 25N/J (Effective System) for the Assemblies Standard (2 page(s), in English)  

	6.
	Description of content: This standard covers the main characteristics of grooved pulleys (groove profile 9N/J, 15N / J and 25N/J) designed for both single and combined narrow v-belts intended for industrial power transmission drive systems.
[bookmark: sps6a]Some basic information on effective diameter series are given in Annex A. The effective width of a groove is considered as the main dimension of the standardization of the effective system for the grooves evaluated as a whole and the corresponding narrow v-belts.

	7.
	[bookmark: sps7f]Objective and rationale, including the nature of urgent problems where applicable: The purpose of this communiqué is to identify issues related to the implementation of application of TS ISO 5290 (August 2015) "belt drive - grooved pulleys for narrow v-belts - groove profile 9N/J, 15N/J and 25N/J (effective system)" standard.

	8.
	Relevant documents: 
· [bookmark: sps9a][bookmark: sps9b]ISO 5290 Belt drive - grooved pulleys for narrow v-belts - groove profile 9N/J, 15N/J and 25n/J (effective system) 

	9.
	[bookmark: sps10a][bookmark: sps10b]Proposed date of adoption: The regulation will be adopted upon its publication.
[bookmark: sps11a][bookmark: sps11b]Proposed date of entry into force: The regulation will enter into force 6 months after its publication.

	10.
	[bookmark: sps12a]Final date for comments: 60 days from notification

	11.
	[bookmark: sps13b]Texts available from: National enquiry point [ ] or address, telephone and fax numbers and email and website addresses, if available, of other body: 
The text of regulation is supplied in English in the attached files.
[bookmark: sps13c]https://members.wto.org/crnattachments/2018/TBT/TUR/18_5454_00_e.pdf



 
 
 
image1.emf

